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  Protective cable conduit systems and cable carrier systems  
  SILVYN ®  processing tools  •  Coupler  

 For current information see: www.lappgroup.com 

   SILVYN ®  coupler  
  Benefi ts  
 •  Easy to assemble  
 •  High tensile strength  
 •  Optional extension of all conduits  

  Application range  
 •  In combination with:  
 •  All metric conduit glands  

  Technical data  

  Classifi cation ETIM 5/6  
  ETIM 5.0/6.0 Class-ID: EC000938  
  ETIM 5.0/6.0 Class-Description: 
Enlargement/reducing ring  

  Material  
  Nickel-plated brass  

  Temperature range  
  Dependent on the glands used  

  Article number   Article designation  Metric size  SW wrench size mm  Overall length mm  Outer Ø (mm)  Pieces / PU 

  SILVYN ®  coupler  
 55510000  16  M16 x 1.5  20  22.5  22  10 
 55510010  20  M20 x 1.5  24  25  26  10 
 55510020  25  M25 x 1.5  29  30  32  10 
 55510030  32  M32 x 1.5  35  32.5  38  10 
 55510040  40  M40 x 1.5  48  34  53  2 
 55510050  50  M50 x 1.5  58  38  64  1 
 55510060  63  M63 x 1.5  70  45  77  1 
 55510070  75  75 x 1,5  84  45  93  1 

  Photographs and graphics are not to scale and do not represent detailed images of the respective products.  

   SILVYN ®  BW-K-M     SILVYN ®  BW-M  

  Benefi ts  
 •  Space-saving  

  Application range  
 •  Mechanical engineering  
 •  Plant engineering  
 •  Control cabinet manufacturing  
 •  Used in areas where SILVYN ®  protective 

conduits cannot be inserted into a 
machine or an appliance  

  Product Make-up  
  SILVYN ®  BW-K-M  
 •  Plastic fi xing bracket  
 •  2 x bore hole for fi xation  
  SILVYN ®  BW-M  
 •  Steel fi xing bracket  
 •  2 x bore hole for fi xation  

  Technical data  

  Classifi cation ETIM 5/6  
  ETIM 5.0/6.0 Class-ID: EC001458  
  ETIM 5.0/6.0 Class-Description: 
Fastening angle for hose fi tting  

  Colour delivered  
  SILVYN ®  BW-K-M  
  Grey, RAL 7001  

  Material  
  SILVYN ®  BW-K-M  
  PP  
  SILVYN ®  BW-M  
  Steel, passivated  

  Temperature range  
  SILVYN ®  BW-K-M  
  -40°C to +100°C  

  Article number   Article designation  Metric size  A mm  B in mm  Pieces / PU 

  SILVYN ®  BW-K-M  
 55000911  20 x 1.5  37.5  50  50 
 55000921  25 x 1.5  43  57  50 
 55000931  32 x 1.5  53.5  67  50 
 55000941  40 x 1.5  65.5  79.5  50 
 55000951  50 x 1.5  69.5  86  50 

  SILVYN ®  BW-M  
 55000531  16  20  50  25 
 55000541  20  20  50  25 
 55000551  25  20  60  25 
 55000561  32  20  70  25 
 55000571  40  20  80  25 
 55000572  50  20  90  25 

  Photographs and graphics are not to scale and do not represent detailed images of the respective products.  

  Protective cable conduit systems and cable carrier systems  
  SILVYN ®  processing tools  •  Mounting bracket  

  




