Design  Width/mm Length/mm  PU Artideno.
PVC adhesive tapes

Universal insulating tapes

Description:

PVC membrane, coated on one side with non-corrosive, pressure sensitive rubber adhesive.

Special features:

Flame-retardant, self-extinguishing, good electrical and mechanical properties, waterproof, weather- and UV-resistant,
silicone-free. Certified according to DIN EN 60454 - Part 2

Typical areas of use:

All-round adhesive tape in excellent quality, for bundling, standard insulation, coloured marking (e.g. green-yellow
protective conductor) and reinforcing, ideal for many electrical installation and repair tasks.

black 15 10 120 16 0100
white 120 16 0101
grey 120 16 0102
yellow 120 16 0103
blue 120 16 0104
red 120 16 0105
violet 120 16 0106
green 120 16 0107
brown 120 16 0108
green-yellow 120 16 0109
black 15 20 60 16 0110
white 60 16 0111
grey 60 16 0112
yellow 60 16 0113
blue 60 16 0114
red 60 16 0115
violet 60 16 0116
green 60 16 0117
brown 60 16 0118
green-yellow 60 16 0119
black 19 20 48 16 0130
white 48 16 0131
grey 48 16 0132
yellow 48 16 0133
blue 48 16 0134
red 48 16 0135
violet 48 16 0136
green 48 16 0137
brown 48 16 0138
green-yellow 48 16 0139
black 25 20 36 16 0140
white 36 16 0141
grey 36 16 0142
yellow 36 16 0143
blue 36 16 0144
red 36 16 0145
violet 36 16 0146
brown 36 16 0148
green-yellow 36 16 0149
black 30 20 30 16 0150
black 38 20 24 16 0160
black 50 20 18 16 0170

Rainbow pack
10 assorted colours 15 10 100 16 0000

Design  Widthimm Legtvmm  PU Aridens € ANCO

Advice and ordering: Phone: +49 (0)2191 3718-01, Fax: +49 (0)2191 3718-85, E-mail: order@cimco.de @



